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SKID STEER LOADERS 
FOR ANY ACTIVITY, A SINGLE SPECIALITY: 
HEAVY LIFTING
The new B-Series is launched to begin a new half century of best-in-class Skid Steer Loaders.

CASE has revised its Skid Steer line up to boost performance and productivity for an ever wider range 

of customers. The revised CASE Skid Steer range includes radial lift Skid Steer (SR models) and vertical 

lift Skid Steer (SV models). The improved hydrostatic pump controller on EH machines allows the 

operator to maintain a straighter path without having to make adjustments. The wide door, the grab 

handles and the lower threshold provide easy access to the cab. 

SR150B SR175B SV185B SR200B

Gross power (SAE J1995) 60 hp (45 kW) 60 hp (45 kW) 60 hp (45 kW) 74 hp (55 kW)

Operating load capacity 680 kg (1.500 lb) 790 kg (1.750 lb) 840 kg (1.850 lb) 905 kg (2.000 lb)

Operating weight 2.430 kg (5.357 lb) 2.842 kg (6.266 lb) 2.980 kg (6.570 lb) 3.160 kg (6.967 lb)

Breakout force 18,6 kN (4.181 lbf) 32,3 kN (7.261 lbf) 24,7 kN (5.553 lbf) 32,3 kN (7.261 lbf)

SR220B SR250B SV250B SV300B

Gross power (SAE J1995) 82 hp (61 kW) 90 hp (67 kW) 82 hp (61 kW) 90 hp (67 kW)

Operating load capacity 1.000 kg (2.200 lb) 1.135 kg (2.500 lb) 1.135 kg (2.500 lb) 1.361 kg (3.000 lb)

Operating weight 3.350 kg (7.400 lb) 3.490 kg (7.700 lb) 3.630 kg (8.000 lb) 1.364 kg (8.300 lb)

Breakout force 38,7 kN (8.700 lbf) 33,3 kN (7.486 lbf) 33,7 kN (7.576 lbf) 33,7 kN (7.576 lbf)




